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SITE AND DETAILS PLAN

SHEET INDEX
NO. DESCRIPTION

1

2

LOCATION PLAN
SCALE: 1"=200'

VICINITY MAP

SCALE: 1"=2000'

MAINTENANCE AND REPAIR PROJECT

1. THE PROPOSED GRADING SHOWN ON THIS PLAN MEETS THE REQUIREMENTS SET FORTH BY
BALTIMORE COUNTY DEPARTMENT OF ENVIRONMENTAL PROTECTION AND SUSTAINABILITY AND
COMPLIES WITH ARTICLE 33, TITLE 5 OF THE BALTIMORE COUNTY CODE. HOWEVER, DUE TO THE BUILDING
TYPES AND LAYOUT, SOME FIELD ADJUSTMENTS MAY BE REQUIRED. ALL CHANGES MUST COMPLY WITH
THE ABOVE MENTIONED REQUIREMENTS.

2. ALL SWALES HAVE BEEN DESIGNED BY THE ENGINEER TO CONVEY RUNOFF ACCORDING TO
BALTIMORE COUNTY DEPARTMENT OF PUBLIC WORKS DESIGN STANDARDS.

3. THERE SHALL BE NO CLEARING, GRADING, CONSTRUCTION OR DISTURBANCE OF VEGETATION IN
FOREST CONSERVATION AREAS, EXCEPT AS PERMITTED BY THE BALTIMORE COUNTY DEPARTMENT OF
ENVIRONMENTAL PROTECTION & SUSTAINABILITY.

4. STORMWATER MANAGEMENT HAS BEEN ADDRESSED THROUGH BALTIMORE COUNTY ENVIRONMENTAL
SITE DESIGN BY LIMITING THE LIMIT OF DISTURBANCE OF THIS PROJECT TO LESS THAN 5,000 SF.

5. BOUNDARY AND TOPOGRAPHIC INFORMATION HAS BEEN OBTAINED FROM AVAILABLE BALTIMORE
COUNTY GIS RECORDS AND A FIELD SURVEY CONDUCTED BY PENNONI ASSOCIATES DATED FEBRUARY
16, 2016.

6. ACCORDING TO FEMA PANEL #2400100245F THERE IS NO FLOODPLAIN LOCATED ON THE PROJECT SITE.

7. THIS PROJECT IS LOCATED IN THE FALLS RIVER WATERSHED.

8. CONSTRUCTION ACCESS SHALL BE COORDINATED WITH THE PROPERTY OWNER.

9. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE SPECIFICATIONS GIVEN ON THESE
DRAWINGS AS WELL AS STANDARD STATE AND LOCAL SPECIFICATIONS AND DETAILS WHICHEVER IS
MORE RESTRICTIVE.

10.DEVIATION FROM THESE PLANS AND SPECIFICATIONS WITHOUT PRIOR WRITTEN CONSENTFROM THE
OWNER MAY CAUSE THE WORK TO BE UNACCEPTABLE.

11.THE OWNER AND ENGINEER SHALL NOT BE RESPONSIBLE FOR CONSTRUCTION, MEANS, METHODS,
TECHNIQUES, OR PROCEDURES, UTILIZED BY THE CONTRACTOR , NOR FOR THE SAFETY OF PUBLIC OR
CONTRACTOR'S EMPLOYEES, OR FOR THE FAILURE OF THE CONTRACTOR TO CARRY OUT THE WORK IN
ACCORDANCE WITH THE CONTRACT DOCUMENTS AND STANDARD CONSTRUCTION PRACTICES.

12.THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EXISTING UTILITIES
WHICH ARE TO REMAIN FREE FROM DAMAGE AND MAINTAIN UNINTERRUPTED SERVICE TO ALL USERS.
ANY DAMAGE INCURRED DUE TO THE CONTRACTOR'S OR SUBCONTRACTOR'S ACTIONS SHALL BE
REPAIRED IMMEDIATELY AT THE CONTRACTOR'S EXPENSE.

13.FAILURE TO MENTION SPECIFICALLY ANY WORK WHICH WOULD NORMALLY BE REQUIRED TO
COMPLETE THIS PROJECT SHALL NOT RELIEVE THE CONTRACTOR FROM PERFORMING SUCH WORK.

14.THE CONTRACTOR SHALL NOTIFY MISS UTILITY AT LEAST 48 HOURS PRIOR TO BEGINNING ANY WORK
ON THE PROJECT:
        
15.CONTRACTOR SHALL VERIFY ALL EXISTING SITE CONDITIONS PRIOR TO BEGINNING WORK. HE SHALL
VERIFY SIZE AND LOCATIONS OF ALL UNDERGROUND UTILITIES AND EXCAVATE TEST PITS AT PROPOSED
TIE IN LOCATIONS. DISCREPANCIES SHALL BE REPORTED TO THE ENGINEER WELL IN ADVANCE OF
CONSTRUCTION START. START OF CONSTRUCTION BY THE CONTRACTOR SHALL CONSTITUTE FULL
ACCEPTANCE OF ALL SITE CONDITIONS BY THE CONTRACTOR.

16.CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL PERMITS REQUIRED FOR CONSTRUCTION PRIOR
TO BEGINNING WORK UNLESS PROVIDED BY OWNER.  CONTRACTOR SHALL IDENTIFY ALL REQUIRED
PERMITS AND ANTICIPATE OBTAINING ALL PERMITS NOT PROVIDED BY OWNER.

17. ALL UTILITIES ARE TO REMAIN UNLESS DESIGNATED TO BE REMOVED AND ALL APPURTENANCES
SHALL BE ADJUSTED TO FINISH GRADE.

18.PRIOR TO START OF CONSTRUCTION CONTRACTOR SHALL STAKE OUT AND VERIFY LOCATIONS OF ALL
IMPROVEMENTS AND UTILITY TIE IN LOCATIONS.  CONTRACTOR SHALL NOTIFY THE OWNER IMMEDIATELY
OF ANY DISCREPANCIES WELL IN ADVANCE OF START OF CONSTRUCTION.

19.CONTRACTOR SHALL MAINTAIN ALL SEDIMENT CONTROL DEVICES WITHIN THE LIMITS OF THE SITE
DURING CONSTRUCTION OF THE SITE IMPROVEMENTS. CONTRACTOR SHALL PROVIDE ADDITIONAL
EROSION AND SEDIMENTATION CONTROL MEASURES AS MAY BE NECESSARY DURING CONSTRUCTION
AND/OR REQUIRED BY GOVERNING AGENCIES.

20.CONTRACTOR SHALL TAKE CARE NOT TO DAMAGE EXISTING TREES DESIGNATED TO REMAIN OR
WITHIN DESIGNATED TREE SAVE AREAS.

THE COORDINATE VALUES SHOWN
HEREON ARE REFERENCED TO THE NAD
83 AS DETERMINED FROM A FIELD
SURVEY THAT TIES THE BOUNDARY OF
THIS SITE TO THE BALTIMORE COUNTY,
MARYLAND GEODETIC CONTROL
MONUMENTS 11858 AND 11473A. THE
VERTICAL DATUM IS NAVD88 BASED ON
THE SAME CONTROL MONUMENTS.:

STATION: 11858
N 623336.84
E 1412854.29
ELEV. 218.915

STATION: 11473A
N 624570.14
E 1415048.43
ELEV. 292.316
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CLEAN AND REMOVE ALL DEBRIS FROM THE PARKING
AREA TO THE EDGE OF PAVEMENT.

PROPOSED 4' x 10'
CR6 (6" Thk) ON FILTER
FABRIC, SEE DETAIL 3

REMOVE STRIPING
FROM 2 EXISTING
PARKING SPACES

SAWCUT ASPHALT
TO CREATE CLEAN
EDGE

REMOVE EXISTING ASPHALT CURB IN
FRONT OF DRIVE. REMOVE EXISTING
ASPHALT PAVING AND PLACE A DEEP
PATCH CREATING A 12' APRON TO
EXISTING JOINT, SEE DETAILS 1 AND 2

REPAIR AND REPLACE ASPHALT
CURB APPROX 5', SEE DETAIL 5

PATCH ASPHALT DRIVE IN PARKING
AREA APPROX 10' X 8', SEE DETAILS
1 AND 2

REPAIR AND REPLACE ASPHALT
CURB APPROX 5', SEE DETAIL 5

REPAIR AND REPLACE ASPHALT
CURB APPROX 10', SEE DETAIL 5

REPAIR AND REPLACE ASPHALT
CURB APPROX 20', SEE DETAIL 5

REPAIR AND REPLACE ASPHALT
CURB APPROX 5', SEE DETAIL 5 MILL A 1' WIDE X 2" DEEP STRIP.

SAWCUT THROUGH FULL DEPTH PAVING.

INSTALL SUB-BASE GRAVEL AND BASIC PAVEMENT PER THE
TYPICAL PAVEMENT SECTION.

INSTALL 1.5" TOP SURFACE COURSE*.

NEW
PAVEMENT

1

2 3 4

1

2

3

4

EX. PAVING

*NOTE: LONGITUDINAL JOINTS FOR THE TOP SURFACE COARSE
MUST NOT COINCIDE WITH THE FULL-DEPTH SAW-CUT JOINT

CONCRETE GRADE BEAM
6" Thk CR6

FILTER FABRIC, MUST WRAP
BOTTOM AND SIDES

COMPACTED GRAVEL

1.00

1.
00

SUBGRADE

±10.0'

1.
00

FILTER FABRIC, MUST
RAP BOTTOM AND SIDES

6" Thk CR6

SUBGRADE

1. DEEP PATCH DAMAGED ASPHALT.

2. REMOVE ALL WOODY VEGETATION WITHIN 18" OF CURB LINE SMALLER
THAN 3" IN DIAMETER.

3. REPAIR ASPHALT CURB.

4. INSTALL CONCRETE GRADE BEAM.

5. PREPARE ASPHALT SURFACE FOR SLURRY SEAL.

UPPER PARKING LOT
SEQUENCE OF CONSTRUCTION

UPPER PARKING LOT PLAN
SCALE: 1"=20'
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2

NOT TO SCALE

ASPHALT CURB5
2

NOT TO SCALE

PAINT STRIPING STANDARDS6
2

SCALE: 1"=5'

ASPHALT PATCH2

SCALE: 1"=5'

RIP RAP3
2

SCALE: 1"=5'

CONCRETE GRADE BEAM4
2

SLURRY SEAL SPECIFICATIONS

PROPOSED SLURRY SEAL

EXISTING 2' CONTOUR

EXISTING 10' CONTOUR

LEGEND

EXISTING EDGE OF WATER

EXISTING TREELINE

LIMIT OF DISTURBANCE

EXISTING SOILS

PROPOSED RIP-RAP

PROPOSED SILT FENCE

NOT TO SCALE

ASPHALT PAVING SECTION1
2
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