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The MIDTOWN DUAL RECYCLE/LITTER

RECEPTACLE WITH DOOR offers a
space-saving solution for your litter
disposal needs. Choose from a variety
of lid options to determine your specific
function of this versatile unit.

MT3D-32DRT
with optional elevated
lid and decals

CUSTOM OPTIONS i ANIC
Color: custom KEYSHIELD® powder ‘E’ébout coordlnm
coat ash urns, planters, tables, and other
Support: bury extension ™ atf_urnlshlngsw i
Liner: galvanized or powder coated ‘ itter mount ash tower
d: matchlng ﬂat |IC| W|th anti- theft steel e Cast bronze plaques
- lanyard s Lid: elevated, elevated ash, dome, se cuts
e Door: self-latching hmge system 3 ash dome, dome with galvanized ;
F lly assembled unit. - door, recycling and trash
on inuous weld‘Seams Sleeve: custom KEYSHIELD® powder
T year‘warranty S\ coat color
3 Ma&e in thes‘éE)Sﬁ Bt aa \ \ ) Materials: sustainable hardwood,
e = =0 stainless steel, recycled plastic
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MIDTOWN DUAL RECYCLE/LITTER RECEPTACLE WITH DOOR FULLY ASSEMBLED UNIT

Bench with back is covered by Patent No. Des. D457,742. All The Midtown dual recycle/litter receptacle with door is

other Midtown pieces are Exclusive By Design™. manufactured in the USA as a fully assembled unit to provide
ultimate stability and avoid damage during transit to the site,

KEYSHIELD® METAL FINISH saving time and money.

The trademarked KEYSHIELD® finish protects each piece of

furniture from chipping, cracking, and UVA damage while MATERIALS

providing unparalleled corrosion resistance. Steel products are Fully-welded commercial-grade steel construction.

finished with a two-coat powder coating process applied to a
7-15 mil thickness. Substrate preparation includes sandblasting
to a white finish to remove all surface contaminants. The raw

product then receives a corrosion-inhibiting phosphate coating MT3D-32DRT
prior to the application of the powder coating. The first coat 32 gal.
applied to the substrate is zinc rich epoxy powder primer used WIDTH 311/8"
exclusively on sandblasted parts. The second coat is a colored LENGTH 55 5/16"
polyester powder coating. Both coats are electrostatically applied  ELEVATED LEG 37 1/2"

and oven cured according to powder coating manufacturing ADJUSTABLE LEG 36 1/2”
specifications to create a smooth, satin-like finish and a low- LID DIAMETER 23 5/8"
emitting non-porous armor. WEIGHT 340 Ibs.
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PROPRIETARY STATEMENT
Keystone Ridge Designs, Inc.® is proud to offer the design we pursue design patents, copyrights, trademarks and

community exceptional site amenities. Due to the time service marks whenever possible. Any unlawful duplication or
and resources invested in designing, manufacturing and misrepresentation of Keystone Ridge Designs’ products will be
marketing Keystone Ridge Designs’ products and services, rigorously protected.
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EL (Add-on) DIAMETER (22 GAL) 19 1/2"
EL-R (Replacement) DIAMETER (32/38 GAL) 23 5/8”
Elevated Lid HEIGHT 11 1/4"
WEIGHT 15 Ibs.
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PROPRIETARY STATEMENT
Keystone Ridge Designs, Inc.® is proud to offer the design

community exceptional site amenities. Due to the time
and resources invested in designing, manufacturing and
marketing Keystone Ridge Designs’ products and services,

KEYSHIELD® METAL FINISH

The trademarked KEYSHIELD® finish protects each piece of
furniture from chipping, cracking, and UVA damage while
providing unparalleled corrosion resistance. Steel products are
finished with a two-coat powder coating process applied to a
7-15 mil thickness. Substrate preparation includes sandblasting
to a white finish to remove all surface contaminants. The raw
product then receives a corrosion-inhibiting phosphate coating
prior to the application of the powder coating. The first coat
applied to the substrate is zinc rich epoxy powder primer used
exclusively on sandblasted parts. The second coat is a colored
polyester powder coating. Both coats are electrostatically applied
and oven cured according to powder coating manufacturing
specifications to create a smooth, satin-like finish and a low-
emitting non-porous armor.

MATERIALS
Fully-welded commercial-grade steel construction.
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we pursue design patents, copyrights, trademarks and
service marks whenever possible. Any unlawful duplication or
misrepresentation of Keystone Ridge Designs’ products will be
rigorously protected.
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