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TOPOGRAPHIC SURVEY PROVIDED BY KCW ENGINEERING DATED MARCH 2022.
BENCHMARKS AS SHOWN (4)

THE CONTRACTOR SHALL BE LIMITED TO STAGING AND STORING MATERIALS WITHIN
THE LIMITS OF DISTURBANCE.

ALL CONSTRUCTION ACTIVITY SHALL BE COORDINATED WITH BALTIMORE COUNTY AND
LAKE ROLAND PARK.

ALL WORK SHALL BE PERFORMED IN STRICT CONFORMANCE WITH THE MOST CURRENT
APPLICABLE EPA, OSHA, AND MOSHA REGULATIONS AND MUST COMPLY WITH THE
MOST CURRENT FEDERAL, STATE AND/OR LOCAL REGULATIONS AND CODES
APPLICABLE TO SAID WORK.

THE CONTRACTOR SHALL NOTIFY THE OWNER AND/OR OWNERS REPRESENTATIVE
IMMEDIATELY UPON ENCOUNTERING ANY HAZARDOUS MATERIALS. THE CONTRACTOR
SHALL DOCUMENT SAME TO THE OWNER TO OBTAIN DIRECTION AS TO THE

APPROPRIATE ACTION(S) TO BE TAKEN.

WHERE NEW WORK IS TO BE DONE, CARE SHALL BE TAKEN TO PROTECT ALL EXISTING
ADJACENT SURFACES, STRUCTURES, AND AREAS FROM DAMAGE. ANY ITEM TO SHOWN
TO REMAIN THAT IS DAMAGED DURING CONSTRUCTION SHALL BE RESTORED TO THEIR
ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE OWNER.

THE CONTRACTOR SHALL SHEET/SHORE AND BRACE ANY AND ALL STRUCTURES

EXPOSED BY EXCAVATION/CONSTRUCTION IF REQUIRED AND SHALL CONTAIN ALL
EXCAVATION WITHIN THE LIMITS OF DISTURBANCE. CONTRACTOR SHALL BE
RESPONSIBLE FOR DESIGN OF SHEETING AND SHORING IN ACCORDANCE WITH LOCAL,

STATE, OR FEDERAL REQUIREMENTS.

IN THE EVENT THAT, DURING DEMOLITION OR CONSTRUCTION ACTIVITIES THE
CONTRACTOR ENCOUNTERS ANY EXISTING UTILITIES/STRUCTURES NOT SHOWN ON
THESE DRAWINGS, THE CONTRACTOR SHALL NOTIFY THE OWNER FOR DIRECTIONS
PRIOR TO PROCEEDING WITH ANY WORK.

ALL SAWCUTS ARE TO BE STRAIGHT AND EVEN, JAGGED EDGES WILL NOT BE
ACCEPTED.

IT IS THE INTENT OF THIS DEMOLITION PHASE TO PROVIDE A SITE CLEAR OF ALL
PHYSICAL CONSTRUCTIONS THAT WILL IMPEDE NEW CONSTRUCTION.

PRIOR TO THE START OF CONSTRUCTION AN ON-SITE MEETING WITH BALTIMORE
COUNTY AND THEIR GENERAL CONTRACTOR SHALL BE HELD TO DISCUSS TIMING OF
OPERATIONS AND CONSTRUCTION COORDINATION.

BEFORE ANY EXCAVATION BELOW SUBGRADE IS ALLOWED, THE CONTRACTOR SHALL
VERIFY THAT NO UTILITY PIPING IS IN THE WMCINITY OF EXCAVATION.

THE CONTRACTOR SHALL CALL "MISS UTILITY" AT 1-800-257—-7777, 48 HOURS PRIOR
TO THE START OF WORK. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT ALL
UNDERGROUND UTILITIES IN THE AREA OF PROPOSED WORK ARE LOCATED PRIOR TO
COMMENCING CONSTRUCTION WORK. THE CONTRACTOR IS RESPONSIBLE FOR
COMPLIANCE WITH REQUIREMENTS OF CHAPTER 36A OF THE MONTGOMERY COUNTY

CODE.

THE CONTRACTOR IS ALSO RESPONSIBLE FOR LOCATING ALL UNDERGROUND UTILITIES
(NOT LOCATED BY MISS UTILITY) WITHIN THE PROPERTY AT THEIR EXPENSE. ALL
UTILITES SHOWN ON THE PLANS ARE PROVIDED FOR INFORMATION ONLY AND SHALL
BE CONSIDERED APPROXIMATE. BALTIMORE COUNTY WILL NOT LOCATE ANY OF THE
EXISTING UNDERGROUND UTILITIES. ANY UTILITIES OR OTHER UNDERGROUND FACILITIES

DAMAGED DURING CONSTRUCTION SHALL BE REPAIRED/REPLACED AT THE
CONTRACTOR'’S EXPENSE.

ANY MANHOLE, VALVE, CLEANOUT, ELECTRIC HANDHOLE OR OTHER STRUCTURES THAT
ARE WITHIN THE LIMITS OF WORK SHALL BE PROTECTED THROUGHOUT CONSTRUCTION
UNLESS OTHERWISE NOTED. ALL STRUCTURE TOPS SHALL BE ADJUSTED TO MEET
PROPOSED GRADE.

WHEN AN ITEM IS STATED TO BE REMOVED, IT SHALL INCLUDE REMOVAL OF ANY AND
ALL APPURTENANCES ABOVE OR BELOW GRADE ASSOCIATED WITH SAID ITEM.

ALL SIDEWALKS ARE TO BE REMOVED AT THE NEAREST WHOLE PANEL.
ALL CURBING TO BE REMOVED AT THE NEAREST JOINT.
ALL GRASS AREAS TO BE DISTURBED ARE TO BE STABILIZED WITH SOD.
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COVID 19 MEMORIAL

PLANTING NOTES:
1. CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL PLANT

MAINTENANCE AND SHALL MAINTAIN IN A WEED A DEBRIS
FREE CONDITION FOR A ONE YEAR GUARANTEE PERIOD

2. CONTRACTOR TO VERIFY PLANT QUANTITIES

3. CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTENANCE AND
REPLACEMENT OF UTILITIES IF DAMAGED DURING
CONSTRUCTION

4. ALL PLANT MATERIALS ARE SUBJECT TO APPROVAL BY
BALTIMORE COUNTY AND THE ENGINEER. PLANTS FURNISHED
SHALL MEET THE NORMAL REQUIREMENTS FOR THE VARIETY
PER THE AMERICAN STANDARD FOR NURSERY STOCK, LATEST
EDITION, PUBLISH BY AMERICANHORT

5. ALL PLANTS SHALL BE FRESHLY DUG, SOUND HEALTHY,
VIGOROUS, WELL BRANCHED, FREE OF DISEASE, FREE OF
INSECT EGGS AND LARVAE AND SHALL HAVE ADEQUATE ROOT
SYSTEMS

6. ALL CONTAINER GROWN MATERIAL SHALL BE HEALTHY,
VIGOROUS, WELL ROTTED PLANTS AND ESTABLISHED IN THE
CONTAINER IN WHICH THEY ARE SOLD. THE PLANTS SHALL
HAVE TOPS WHICH ARE GOOD QUALITY AND ARE IN HEALTHY
GROWING CONDITION

7. PLANTING AREA TO BE MULCHED WITH SHREDDED HARDWOOD
BARK MULCH

8. ALL TRASH AND DEBRIS SHALL BE REMOVED BY THE
CONTRACTOR ON A DAILY BASIS

9. CONTRACTOR SHALL REMOVE AND REPLANT ANY DEAD PLANT
MATERIAL WITHIN THE ONE YEAR MAINTENANCE PERIOD

10. PLANTINGS SHALL BE IN CONFORMANCE WITH THE LANDSCAPE
SPECIFICATION GUIDELINES BY THE LANDSCAPE CONTRACTORS

@ LANDSCAPE PLAN ASSOCIATIONS MD—DC—VA CURRENT EDITION

SCALE: 17 = 10’ 11. PLANTINGS PER DETAIL 2 SHEET C-300
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STANDARD SYMBOL

DETAIL E-1  SILT FENCE | SF. .

DETAIL E-1  SILT FENCE | SF. .

STANDARD SYMBOL

6 FT MAX.

36 IN MIN. FENCE POST LENGTH
T RER O CNER  BRIVEN MIN. 16 IN INTO GROUND CONSTRUCTION SPECIFICATIONS

1. USE WOOD POSTS 1% X 1% £ K& INCH (MINIMUM) SQUARE CUT OF SOUND QUALITY HARDWOOD. AS
AN ALTERNATIVE TO WOODEN POST USE STANDARD "T” OR "U” SECTION STEEL POSTS WEIGHING NOT
LESS THAN 1 POUND PER LINEAR FOOT.

: 16 IN MIN. HEIGHT OF
R : : : WOVEN SLIT FILM  GEOTEXTILE 2. USE 36 INCH MINIMUM POSTS DRIVEN 16 INCH MINIMUM INTO GROUND NO MORE THAN 6 FEET APART.
Sl , 3. USE WOVEN SLIT FILM GEOTEXTILE AS SPECIFIED IN SECTION H—1 MATERIALS AND FASTEN GEOTEXTILE
f i : H HE  Tlg 1N MIN. DEPTA SECURELY TO UPSLOPE SIDE OF FENCE POSTS WITH WIRE TIES OR STAPLES AT TOP AND
I 1 INTO GROUND MID—SECTION.

4. PROVIDE MANUFACTURER CERTIFICATION TO THE AUTHORIZED REPRESENTATIVE OF THE
INSPECTION /ENFORCEMENT AUTHORITY SHOWING THAT THE GEOTEXTILE USED MEETS THE

ELEVATION REQUIREMENTS IN SECTION H—1 MATERIALS.

36 IN MIN. FENCE i
POST LENGTH _/

5. EMBED GEOTEXTILE A MINIMUM OF 8 INCHES VERTICALLY INTO THE GROUND. BACKFILL AND COMPACT
THE SOIL ON BOTH SIDES OF FABRIC.

6. WHERE TWO SECTIONS OF GEOTEXTILE ADJOIN: OVERLAP, TWMIST, AND STAPLE TO POST IN

: FENCE POST 18 IN MIN.
WOVEN ESOL'Il'EXI:_I'lIt’\EAﬁ\ | FERCE PO 1S ACCORDANCE WITH THIS DETAIL.
Flow UNDISTURBED 7. EXTEND BOTH ENDS OF THE SILT FENCE A MINIMUM OF FIVE HORIZONTAL FEET UPSLOPE AT
G GROUND 45 DEGREES TO THE MAIN FENCE ALIGNMENT TO PREVENT RUNOFF FROM GOING AROUND THE ENDS
T —— 1V OF THE SILT FENCE.

A K

i 4 8. REMOVE ACCUMULATED SEDIMENT AND DEBRIS WHEN BULGES DEVELOP IN SILT FENCE OR WHEN
_" SEDIMENT REACHES 25% OF FENCE HEIGHT. REPLACE GEOTEXTILE IF TORN. IF UNDERMINING OCCURS,

— FENCE POST DRIVEN REINSTALL FENCE.
A MIN. OF 16 IN INTO
EMBED GEOTEXTILE THE GROUND
MIN. OF 8 IN VERTICALLY v_ Y

INTO THE GROUND. BACKFILL
AND COMPACT THE SOIL ON
BOTH SIDES OF GEOTEXTILE.

CROSS SECTION

LEGEND

—_—— ——— PROPERTY BOUNDARY

EXISTING CONTOUR

EXISTING BUILDING

w EXISTING WATERLINE

PROPOSED LIMITS OF 270 PROPOSED CONTOUR

DISTURBANCE = 4932 SF

T w_= PROPOSED RETAINING WALL

LoD LIMITS IF DISTURBANCE
SF SILT FENCE
PROPOSE SILT FENCE
PER DETAIL E-1 ON
SHEET C—-400
PERMANENT STABILIZATION
A. ALL AREAS OF DISTURBANCE OUTSIDE OF SPECIFIED PLANTING AREAS TO BE STABILIZED WITH
SOD

1. GENERAL SPECIFICATIONS

A. CLASS OF TURFGRASS SOD MUST BE MARYLAND STATE CERTIFIED. SOD LABELS MUST
BE MADE AVAILABLE TO THE JOB FOREMAN AND INSPECTOR.

B. SOD MUST BE MACHINE CUT AT A UNIFORM SOIL THICKNESS OF %INCH, PLUS OR
MINUS % INCH, AT THE TIME OF CUTTING. MEASUREMENT FOR THICKNESS MUST EXCLUDE
TOP GROWTH AND THATCH. BROKEN PADS AND TORN OR UNEVEN ENDS WILL NOT BE
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POSTS ACCEPTABLE.
STEP 1 STEP 2 C. STANDARD SIZE SECTIONS OF SOD MUST BE STRONG ENOUGH TO SUPPORT THEIR OWN
- WEIGHT AND RETAIN THEIR SIZE AND SHAPE WHEN SUSPENDED VERTICALLY WITH A FIRM
@ GRASP ON THE UPPER 10 PERCENT OF THE SECTION.
S 0
;@ ﬁ?j; / D. SOD MUST NOT BE HARVESTED OR TRANSPLANTED WHEN MOISTURE CONTENT
STAPLE—] STAPLE (EXCESSIVELY DRY OR WET) MAY ADVERSELY AFFECT ITS SURVIVAL.
STAPLE STAPLE TWIST POSTS TOGETHER E. SOD MUST BE HARVESTED, DELIVERED, AND INSTALLED WITHIN A PERIOD OF 36
HOURS. SOD NOT TRANSPLANTED WITHIN THIS PERIOD MUST BE APPROVED BY AN
AGRONOMIST OR SOIL SCIENTIST PRIOR TO ITS INSTALLATION.
STAPLE STAPLE
2. SOD INSTALLATION
STEP 3 FINAL
CONFIGURATION A. DURING PERIODS OF EXCESSIVELY HIGH TEMPERATURE OR IN AREAS HAVING DRY
SUBSOIL, LIGHTLY IRRIGATE THE SUBSOIL IMMEDIATELY PRIOR TO LAYING THE SOD.
[ B. LAY THE FIRST ROW OF SOD IN A STRAIGHT LINE WITH SUBSEQUENT ROWS PLACED
STAPLE STAPLE PARALLEL TO IT AND TIGHTLY WEDGED AGAINST EACH OTHER. STAGGER LATERAL JOINTS
TO PROMOTE MORE UNIFORM GROWTH AND STRENGTH. ENSURE THAT SOD IS NOT
JOINING TWO ADJACENT SILT \ STRETCHED OR OVERLAPPED AND THAT ALL JOINTS ARE BUTTED TIGHT IN ORDER TO
FENCE SECTIONS (TOP VIEW) 10F 2 2 OF 2 2 PREVENT VOIDS WHICH WOULD CAUSE AR DRYING OF THE ROOTS.
QOO ———++
MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL ﬁ'Ng’“ﬁﬁ@'ﬂgggg:SEE*J%¥SS°£0&'T:'NBH$A'§4%NGP58°§§ g?ﬁg&ﬁg;&gﬂg;ﬂ?g&
TO PREVENT SLIPPAGE ON SLOPES. ENSURE SOLID CONTACT EXISTS BETWEEN SOD
U.S. DEPARTMENT OF AGRICULTURE MARYLAND DEPARTMENT OF ENVIRONMENT U.S. DEPARTMENT OF AGRICULTURE MARYLAND DEPARTMENT OF ENVIRONMENT
NATURAL RESOURCES CONSERVATION SERVICE 2011 WATER MANAGEMENT ADMINISTRATION NATURAL RESOURCES CONSERVATION SERVICE 2011 WATER MANAGEMENT ADMINISTRATION ROOTS AND THE UNDERLYING SOIL SURFACE.
1 SEDIMENT AND EROSION CONTROL PLAN D. WATER THE SOD IMMEDIATELY FOLLOWING ROLLING AND TAMPING UNTIL THE
SCALE: 1” = 10° UNDERSIDE OF THE NEW SOD PAD AND SOIL SURFACE BELOW THE SOD ARE
THOROUGHLY WET. COMPLETE THE OPERATIONS OF LAYING, TAMPING AND IRRIGATING FOR
ANY PIECE OF SOD WITHIN EIGHT HOURS.
3. SOD MAINTENANCE
TOPSOILING SPECIFICATIONS: GENERAL NOTES: SEQUENCE OF OPERATIONS A. IN THE ABSENCE OF ADEQUATE RAINFALL, WATER DAILY DURING THE FIRST WEEK OR
AS OFTEN AND SUFFICIENTLY AS NECESSARY TO MAINTAIN MOIST SOIL TO A DEPTH
1 JOPSOIL IS PLACED OVER PREPARED SUBSOIL PRIOR TO ESTABLISHMENT OF PERMANENT CONTRACTOR TO MAINTAIN STOCKPILING AND 1. HOLD A PRECONSTRUCTION MEETING WITH BALTIMORE COUNTY PROPERTY OF 4 INCHES. WATER SOD DURING THE HEAT OF THE DAY TO PREVENT WILTING.
VEGETATION. THE PURPOSE IS TO PROVIDE A SUITABLE SOIL MEDIUM FOR VEGETATIVE STAGING WITHIN' THE. LOD
GROWTH. SOILS OF CONCERN HAVE LOW MOISTURE CONTENT, LOW NUTRIENT LEVELS, LOW PH, . MANAGEMENT AND PARK OFFICIALS AT LEAST 48 HOURS PRIOR TO B. AFTER THE FIRST WEEK, SOD WATERING IS REQUIRED AS NECESSARY TO MAINTAIN
MATERIALS TOXIC TO PLANTS, AND/OR UNACCEPTABLE SOIL GRADATION. BEGINNING WORK. ADEQUATE MOISTURE CONTENT.
2. TOPSOIL SALVAGED FROM AN EXISTING SITE MAY BE USED PROVIDED IT MEETS THE CONSTRUCTION ACCESS VIA PAVED ASPHALT
. TRAIL AND BRIDGE OVER THE LAKE ROLAND 2. CLEAR AND GRUB AND PROVIDE SELECTIVE DEMOLITION FOR SEDIMENT C. DO NOT MOW UNTIL THE SOD IS FIRMLY ROOTED. NO MORE THAN ' OF THE GRASS
STANDARDS AS SET FORTH IN THESE SPECIFICATIONS. TYPICALLY, THE DEPTH OF TOPSOIL TO DAM. CONTRACTOR TO COORDINATE ALL ACCESS & EROSION CONTROL MEASURES OR DEVICES ONLY LEAF MUST BE REMOVED BY THE INITIAL CUTTING OR SUBSEQUENT CUTTINGS. MAINTAIN
BE SALVAGED FOR A GIVEN SOIL TYPE CAN BE FOUND IN THE REPRESENTATIVE SOIL PROFILE - : A GRASS HEIGHT OF AT LEAST 3 INCHES UNLESS OTHERWISE SPECIFIED.
SECTION IN THE SOIL SURVEY PUBLISHED BY USDA—NRCS. WITH PARK OFFICIALS.
3. INSTALL ALL SEDIMENT & EROSION CONTROL MEASURES AND DEVICES, B. SOD FOR STABILIZATION OF FIELD AREAS
3. TOPSOILING IS LIMITED TO AREAS HAVING 2:1 OR FLATTER SLOPES WHERE: ALL GRADING, TOPSOILING, FILL PLACEMENT ETC
TO BE IN ACCORDANCE WILL THE GEOTECHINCAL 4, NOTIFY BALTIMORE COUNTY PROPERTY MANAGEMENT AND ENGINEER OF 1.THE SOD SHALL BE GROWN ON A SOIL THAT IS COMPATIBLE WITH THE ROOT ZONE
A. THE TEXTURE OF THE EXPOSED SUBSOIL/PARENT MATERIAL IS NOT ADEQUATE TO
PRODUCE VEGETATIVE GROWTH. / @ REPORT BY HILLIS CARNES ENGINEERING DATED RECORD UPON COMPLETION OF SEDIMENT & EROSION CONTROL MEASURES MIXTURE TO BE USED ON THE PLAYING FIELD.
APRIL 7, 2022 INSTALLATION. 2.S0D SHALL BE A TURF-TYPE TALL FESCUE/BLUEGRASS BLEND.
B. THE SOIL MATERIAL IS SO SHALLOW THAT THE ROOTING ZONE IS NOT DEEP ENOUGH
TO SUPPORT PLANTS OR FURNISH CONTINUING SUPPLIES OF MOISTURE AND PLANT 5 WITH THE APPROVAL OF BALTIMORE COUNTY PROPERTY MANAGEMENT. CLEAR
NUTRIENTS. : ’ .
AND GRUB THE REMAINDER OF THE SITE. RELOCATE TREES AND BIRD RECOMMENDED PERCENTAGES:
C. THE ORIGINAL SOIL TO BE VEGETATED CONTAINS MATERIAL TOXIC TO PLANT GROWTH. FEEDER UNDER DIRECTION OF BALTIMORE COUNTY AND PARK OFFICIALS MIXTURE TO BE: % BY WEIGHT % PURITY
D. THE SOIL IS SO ACIDIC THAT TREATMENT WITH LIMESTONE IS NOT FEASIBLE. 5. CONDUCT EARTHWORK OPERATIONS FOR INSTALLATION OF COVID MEMORIAL % GERMINATION
4. AREAS HAVING SLOPES STEEPER THAN 2:1 REQUIRE SPECIAL CONSIDERATION AND DESIGN. AND SIDEWALK KENTUCKY BLUEGRASS  85% 10% 98%
TURF—TYPE TALL FESCUE 90% 90% 98%
BT ol SPECIFICATIONS: SOIL TO BE USED AS TOPSOIL MUST MEET THE FOLLOWING 7. INSTALL MEMORIAL AND PERIMETER SIDEWALK. 3.50D SHALL BE 12-15 MONTHS OLD AT TIME OF HARVEST AND MACHINE STRIPPED TO
: A UNIFORM THICKNESS OF 3/4” SOIL BELOW THE THATCH LAYER.
A. TOPSOIL MUST BE A LOAM, SANDY LOAM, CLAY LOAM, SILT LOAM, SANDY CLAY 8.  INSTALL LANDSCAPING. a.THICKNESS SHALL NOT VARY MORE THAN 1/4 INCH”FROM ANY PLACE ON THE
LOAM, OR LOAMY SAND. OTHER SOILS MAY BE USED IF RECOMMENDED BY AN ROLL
AGRONOMIST OR SOIL SCIENTIST AND APPROVED BY THE APPROPRIATE APPROVAL 9.  STABILIZE ALL DISTURBED AREAS WITH SOD.
AUTHORITY. TOPSOIL MUST NOT BE A MIXTURE OF CONTRASTING TEXTURED SUBSOILS . Nc?'MToHng iggNA;EA:oagguéHiicg;s%UI‘Rg':aoHﬁ%ﬁ?%ﬂt@&&i%m
AND MUST CONTAIN LESS THAN 5 PERCENT BY VOLUME OF CINDERS, STONES, SLAG, 10. UPON STABILIZATION OF SITE WITH ESTABLISHED VEGETATION AND WITH ’ :
COARSE FRAGMENTS, . 5.50D SHALL BE FREE OF OBJECTIONABLE GRASSES AND BROAD LEAFED WEEDS.
GRAVEL, STICKS, ROOTS, TRASH, OR OTHER MATERIALS LARGER THAN 1% INCHES IN PERMISSION OF BALTIMORE COUNTY PROPERTY MANAGEMENT, REMOVE 6.ROLLED SOD:
DIAMETER. SEDIMENT CONTROL MEASURES AND STABILIZE THOSE AREAS DISTURBED ) )
B. TOPSOIL MUST BE FREE OF NOXIOUS PLANTS OR PLANT PARTS SUCH AS BERMUDA BY THIS PROCESS.
GRASS, QUACK GRASS, JOHNSON GRASS, NUT SEDGE, POISON IVY, THISTLE, OR OTHERS
AS SPECIFIED.
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